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FAILURE MODES EFFECTS ANALYSIS (FMEA) = CIL HAROWARE
KUMBER: ME-555-BO2B-X

SUBSYSTEM NAME: E - DOCKING SYSTEM
: REVISION: 0 FEBURG. 19976

PART NAME FART NUMBER
VENDOR HAME VENDOH NUMBER
LRU : D8CU MOE21-0087-1002
RSC~E AV SSTZ005
PART DATA

EXTENDED DESCRIPTION OF PART UNDER ANALYSIS:
LINE AEPLACEABLE UNIT {LRU} NISCU - DOCKING SYSTEM mhrmm. UNIT.

REFERENCE DESIGNATORS: A5VEIAZAD

QUANTITY OF LIKE [TEMS: 1
{ONE)

FUHCTION:

THE DSCU IS USED TO IMPLEHEHT THE ALITOMATED DOCKING SEQUENCE AND TO
RECEIVE AND PROCESS THE COMMANDS FROM THE APDS CONTROL PANEL. THE UNIT
;HCMDES TELEMETRY TD THE DCUs AND STATUS INDICATION TO THE APDS CONTROL

OUTPUT FUNCTIONS:

1 PROVIDES HLENERGY DAMPERS POWER AND CONTROL_FQR THE -WARD-
DOCKING MECHANIGM.

PROVIDES HLENERGY AND LOW LENERGY DAMPERS POWER AND CONTROL
FOR THE "SOFT" DRCKING MECHANISM.

PROVIDES CONTROL FOR DOGKING RING EXTENSION AND RETRACTION.
PFROVIDES FIXERS POWER AND CONTROL

PROVIDES HOOKS OPENING AND CLOSING CONTROL.

PROVIDES GAPTURE LATCHES DPENING AND CLOSING CONTROL.

PROVIDES TELEMETAY TO THE DCUs AND STATUS INDICATION TO THE APDS
PANEL

PFROVIDES LOW LEVEL AXIAL SUP CLUTCH.LOCKING DEVICE POWER AND
CONTROL (FOR THE “SOFT™ DOCKING MECHANISM).
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PAGE: 58 PRINT DATE: 17.02.97
FAILUAE MODES EFFECTS ANALYSIS (FMEA) = Cik FAILURE MODE
NUMBER: M5-855-B28- 21

REVISIONs ¢ FEBDES, 10976
SUBSYSTEM NAME: £ - DOCKING SYSTEM

LAL: MCE21.D087-1000 " CRMCALITY OF THIS
(TEM NAME: DSCU FAILURE MODE: 2R3
FAILURE MODE:!

LOSS OF ONE OF THRZE POWRRICONTROL SIGNALS TO ShE-OETHREE EACH HI-
ENERGYLOW-ENERGY DAMPERS [-S0ET~ MECHANISM)

MISSION FPHASE:

o0 DN-DHBIT

VEHICLEPAYLOADVKIT EFFECTIVITY: 109 DISCOVERY
104 ATLANTIS
105 ENDEAYOUR

MULTIPLE INTERNAL COMPONENT FAILURES
CRITICALITY 141 DURING INTACT ABORT ONLY? NO
CRITICALITY 1R2 DURING IKTACT ABORT ONLY (AVIONICS ONLY)? NO

HREDUNDANCY SCREEN A) PASS

B) FAILS
€) FAILS
PASS/FAIL RATIONALE:
A)
B)

“MASKED" BY REDUNDANT CONTROL SIGNAL

C)
AREDUNDANT SIGNAL ROUTED THROUGH THE SAME CONNECTOR

METHOD OF FAULT DETECTION:
NONE. -

MASTER MEAS, LIST NUMBERS: NONE

= FAILURE EFFECTS -

{A) SUBSYSTEM: )
DEGRADATION OF REDUNDANCY FOR PROVIDING A0WER-A:0-4 CONTROL BIGNAL TD

ONE-OFTHE THREE EACH Hi-ENERGYA OW-ENERGY DAMPERS.

{B) INTERFACING SUBSYSTEM({5}:
FIRST FAILURE - NO EFFECT.
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- FPRINT DATE: 17.02.597

FAILURE MODES EFFECTS ANALYSIS (FMEA) - Cit. FAILURE MODE
NUMBER: M5-E55-B025- 27

(€} MISSION:
FIRST FAILUAE - NO EFFECT.

(D) CREW, VEHICLE, AND ELEMENT(S):
NG EFFECT.

{E) FUNCTIONAL CRITICALITY EFFECTS:
= MBLE [[OSS OF MISSION AFTER TWD
FARURES,

1} LOSS OF ONE OF THREE PAGH HLENERGYIOW-ENERGY DAMPERS CONTROL
SIGNALS. 2} LOSS OF SECOND ASSOCIATED HRENERGYAOW-ENERGY DAMPERS
CONTROL SIGNAL RESULTING IN LOSS OF ALL THREE EACH MI-ENERGYAOW-ENERGY
DAMPERS. POTENTIAL LOSS OF MISSION DUE TO EXCESSIVE LDADS ON THE

MECHANISMS AND, EXCESSIVE YAW AND PITCH ANGLES WHICH MAY PAECLUDE
DOCKING.
DESIGN CRITICALITY (PRIDR TO DPEHA“QHAL DOWNGRAADE, DESCRIBED IN F):

{F) RATIONALE FOR EHITICALITT CATEGORY DOWNGRADE:
N/A (THERE AF!E NQ WORKAROUNDS TO CIRCUMVENT THIS FAILUAE.)

-DISPOSITION RATIONALE-
(A) DESIGH: -
AEFER TO APFENDIX X7, ENERGIA HARDWARE
{B) TEST:

REFER TO APPENDIX X7, ENERGIA HARDWARE.,

DECU CIRCUIT OPERATION IS VEHIFIED DURING BROUND CHECKOUT, ANY TESTING 15
ACCOMPLISHED IN ACCORDANCE WITH OMRASD.

{C) INSPECTION: .
REFER TC APPENDIX X7, ENERGIA HARDWARE.

(D) FAILURE HISTORY! :
REFER TO APPENDIX X7, ENERGIA HARDWARE.

(E) OPERATIOMAL USE:

NONE
- APPROVALS . )
RODUCT ASSURANCEENGR @ M. NIKOLAYEVA
JESIGN ENGINEER ¢ B.VAKULIN
IASA SEEMA :
IAS5A SUBSYSTEM MANAGER
SC pMop

AEA EPDL SOLMA .
154 EFPDL SUBLSYHTEM CHEFIRLER.
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